MODEL INDOOR CS-E18LKR CS-E21LKR
OUTDOOR CU-E18LKR CU-E21LKR
Performance Test Condition AS AS
Phase, Hz Single, 50 Single, 50
Power Supply
" 230 240 230 240
Min. | Mid. | Max. | Min. | Mid. | Max. | Min. | Mid. | Max. | Min. | Mid. | Max.
kw 0.90 | 5.30 | 6.00 | 0.90 | 5.30 | 6.00 | 0.90 | 6.30 | 7.10 | 0.90 | 6.30 | 7.10
Capacity BTUM 3070 (18100{20500| 3070 |18100{20500| 3070 |21500(24200| 3070 |21500|24200
keal’h 770 | 4560 | 5160 | 770 (4560 [ 5160 | 770 | 5420 | 6110 | 770 | 5420 | 6110
Running Current A — | 68 —_ — | 6.7 — — | 9.1 —_ — | 90 | —
Input Power w 215 |1.49k|2.05k | 215 [1.49k|2.05k | 215 [2.04k |2.40k| 215 |2.04k|2.40k
o W/wW 419|356 | 293 | 419 | 3.56 | 293 | 419 | 3.09 | 2.96 | 4.19 | 3.09 | 2.96
§ EER BTU/hW 14.28112.15/10.00(14.28|12.15/10.00 | 14.28 | 10.54 | 10.08 | 14.28 | 10.54 | 10.08
o kcal’lhw 3.58 [3.06 | 2.52 | 3.58 | 3.06 | 2.52 | 3.58 | 2.66 | 2.55 | 3.58 | 2.66 | 2.55
Power Factor % — 95 —_ — 93 — — 97 —_ — 94 —_
. dB-A 42/34/31 42/34/31 45/36/33 45/36/33
Indoor Noise (H /L / QLo)
Power Level dB 58/50/47 58 /50 /47 61/52/49 61/52/49
2 dB-A 47/1-142 477-142 48/-/43 48/-/43
Outdoor Noise (H /L /QLo)
Power Level dB 61/-/56 61/-/56 62/-157 62/-157
kW 0.90 | 6.35 | 8.00 | 0.90 | 6.35 | 8.00 | 0.90 | 7.20 | 8.50 | 0.90 | 7.20 | 8.50
Capacity BTUM 3070 (21700)27300| 3070 (21700{27300| 3070 {24600(29000| 3070 |24600{29000
keal’h 770 | 5460 | 6880 | 770 | 5460 | 6880 | 770 | 6190 | 7310 | 770 | 6190 | 7310
Running Current A — |78 | — - 7.7 - — | 90 | — — | 88 | —
Input Power w 245 |1.69k|2.65k | 245 [1.69k|2.65k | 245 |1.98k |2.70k | 245 |1.98k|2.70k
o Wiw 367 |3.76 | 3.02 | 367 | 3.76 | 3.02 | 3.67 | 3.64 | 3.15 | 3.67 | 3.64 | 3.15
§ COP BTU/hW 12.53(12.84|10.30|12.53|12.84|10.30|12.53(12.42(10.74 | 12.53|12.42|10.74
T kcal/lhw 314 |1 323|260 |3.14 | 323|260 |3.14|3.13 | 271 | 3.14 | 3.13 | 2.71
Power Factor % — 94 — — 91 — — 96 - — 94 —
, dB-A 42/33/29 42/33/29 45/35/32 45/35/32
Indoor Noise (H /L / QLo)
Power Level dB 58/49/45 58/49/45 61/51/48 61/51/48
s dB-A 471-142 47 /-142 49/-/44 49/-/44
Outdoor Noise (H/ L/ QLo)
Power Level dB 61/-/56 61/-156 63/-/58 63/-/58
Max Current (A) / Max Input Power (W) 11.9/2.65k 12.2/2.74k
Starting Current (A) 7.8 9.1
Type Hermetic Motor Hermetic Motor
Compressor Motor Type Brushless (4-poles) Brushless (4-poles)
Output Power w 900 900
Type Cross-flow Fan Cross-flow Fan
Material ASG30K1 ASG30K1
Motor Type Transistor (8-poles) Transistor (8-poles)
Input Power W 94.8-94.8 94.8-94.38
Output Power w 40 40
Qe Cool pm 870 - 870 890 - 890
E Heat rpm 860 - 860 950 - 950
‘g bg Cool pm 950 - 950 990 - 990
2 Heat pm 980 - 980 1040 - 1040
Cool rpm 1080 - 1080 1180 - 1180
Sped e Heat pm 1170 - 1170 1250 - 1250
Hi Cool pm 1220 - 1220 1370 - 1370
Heat pm 1360 - 1360 1480 - 1480
SHi Cool pm 1320 - 1320 1470 - 1470
Heat rpm 1460 - 1460 1580 - 1580







